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Abstract. The main objective was to reduce the consumption of material when obtaining 3D printed 

parts (different empty shapes inside) and the secondary one was to maintain the mechanical properties 

closer to the full printed version. In order to achieve these objectives, two internal configurations were 

designed - a configuration with hexagonal gaps (material reduction was 30%) and a configuration with 

sinuous gaps (material reduction was 15%). The specimens thus obtained were tested for traction, three-

point bending and shock (resilience). Hexagonal hollow configuration has a resistance values close to 

those of solid specimens but with the advantage of consuming with 30% less material. 
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1.Introduction 
Rapid prototyping (PR) or 3D printing as it is also known, is a relatively new technological process 

with a significant development in the last period. What until recently was impossible to achieve, namely 

that any object thought and designed by man, no matter how complex, to be made with the help of 

machines at everyone's fingertips has become a reality. 

Currently, there is a lot of research in the field of 3D printing related to printing parameters, the type 

of filaments, the degree of filling of the walls, etc., but also through the development of new filaments 

with properties superior to those already existing. 

In this paper we aim to analyze the physical and mechanical properties of 3D printed parts from 

acrylonitrile butadiene styrene (ABS) with two types of gaps: hexagonal and corrugated trying to keep 

as much of the physical and mechanical properties but with a reduction in material consumption. 

Additive technologies (FFF in particular) are based on the principle of layer-by-layer deposition, 

starting from the base to the top of a hot extruded filament (in a semi-solid state), following a model 

(CAD) [1, 2]. 

The variety of usable materials that can be found in the form of powder, liquid, sheets or filament 

give an equally wide range of properties. If at the beginning, namely in the '80s the range of materials 

was limited, now the new materials have made a significant progress, reaching composite materials 

(polymer matrix + fiberglass, carbon fiber, etc.) to ceramic pastes [2-4]. 

With the 3D printing process, it is possible to obtain many types of parts with a high complexity of 

the shape and with low environmental impact at low production costs compared to conventional methods 

[5, 6].  

Materials used has one of the most extensive application palettes among the additive manufacturing 

processes, from typical consumer goods to special applications such as medicine - prosthesis devices for 

human or animals, aerospace parts, and so forth [6-9]. 

The materials used in the field of 3D printing are varied but current research focuses both on their 

recycling and on obtaining new composite materials due to their properties and thus on the 

diversification of fields of application. 
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The most common filaments used today are several types of polymer blends (PLA/PHA [10-13], 

PC/ABS [14], PU/PLA [14], etc.) and composites (polymer-carbon nanotubes [11, 15], polymer-ceramic 

[15, 16, 18], polymer-metal [16], polymer-wood [17], etc.) formulations.  

In order to improve the behavior of the material during hot extrusion, the researchers studied the 

possibility of introducing additives into the filament, like coupling agents, plasticizers, stabilizers, etc., 

to control the mechanical response to several degradation factors of the final 3D-printed polymer [5, 18, 

19, 24]. 

Several studies and research have been reported in the literature related to the mechanical behavior 

of 3D-printed structures originating from several types of filaments [20, 23, 24], the influence of build 

defects on the properties of the material or optimization of the layer height, printing duration or material 

consumption [21-28]. 

The novelty of this work resides in developing and characterizing two internal build architectures for 

3D-printed materials, namely a hexagonal model structure and a sinuous architecture with an amount of 

materials consumed 30 and 15% less. 

 

2.Materials and methods 
2.1. Samples design 

In the first phase and using the Solid Works Software were designed all the specimen type. 

The 3D specimens were designed for mechanical tests (tensile, three-point bending and resilience) 

according to SR EN ISO 527-3: 2000 / AC: 2003. We started from a “full” printed test specimen, and 

then two variants were proposed, namely: the hexagonal gap version and the sinuous gap version. 

The images of the test samples are presented in Figures 1 ÷ 3. 

 

 

Bulk sample 

 

 

 

Hexagonal sample 

 

 

 

Corrugation sample 

 

 

Figure 1. Three-point bending test samples 
 

 

 

Bulk sample 
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Hexagonal sample  

 

 

Corrugation sample  

 

Figure 2. Toughness test samples 
 

 

 

Bulk sample 

 

 

Hexagonal sample 

 

 

Corrugation sample 

 

Figure 3. Tensile test samples 

 

 

As can be seen from Figure 3, in order not to influence the results, the gap model was applied only 

in the calibrated area and not in the grip area in the tensile test device. 

 

2.2 Sample printing 

Next, we proceeded to the physical obtaining of the previously designed specimens using ABS 

“Silver“ material from Sakata3D. 

 

Technical specifications form the producer [24] 

Material: ABS “Silver” (Chi Mei Polylac PA-757)  

Nominal Diameter: 2.85 mm  

Diameter tolerance: ±0.03/0.04 mm  

Density: 1.05 g/cm3  

Vicat’s softening temperature: 105°C  

Printing recommended temperature: 225-245°C  
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Plastic deformation threshold (ASTM D638): 470 kg/cm2  

Elongation at plastic deformation threshold (ASTM D638): 25%  

 

CreatBot DX printer 

A CreatBot (Zhengzhou, China) DX-3D double-nozzle printer was used to obtain samples prints 

with a 0.4 mm layer thickness. The printing temperature for the filament (measured at the extrusion 

head) was 275°C and the bed temperature 90°C, as recommended by the manufacturer. 

For each type of sample, five prints were obtained at a printing speed of 30 mm/s. 

The placement method and the obtained specimens are presented in the Figures 4÷6. 

 

 

a) The interface of the printer printing program and the 

manner of placing at three-point bending specimens for the 

hexagonal and corrugated type 

 

 

b) Hexagonal and corrugated three-point bending 

specimens at the end of printing 

 

Figure 4. The manner of samples placement at three-point bending test 

 

 

a)Printing program interface and toughness 

testing placement 
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b)Hexagonal and corrugated toughness 

 specimens at the end of printing 

 

Figure 5. The manner of samples placement at toughness test 
 

 

a)Printing program interface and tensile testing 

placement 

 

 

b)Tensile test samples at the final printing 

 

Figure 6. The manner of samples placement at tensile test 

 

 

2.3 Characterization methods 

The tensile and three-point bending tests were done on the WDW - 150 S universal testing machine. 

The testing machine can perform static and dynamic tests (including alternating fatigue). The test force 

is between 1 and 150 kN.  

The toughness fracture was determined by Charpy hammer pendulum with the following 

characteristics: - arm length l=380 mm, m=6.784 kg and maximum measured energy W=5kpm. 

Relation 1 was used to calculate the toughness. 

 

𝐴𝑐𝑈 =
𝐸𝑐

𝑑𝑏
103 [kJ/m2]      (1) 

 

 

https://revmaterialeplastice.ro/


MATERIALE  PLASTICE                                                                                                                                                                
https://revmaterialeplastice.ro 

https://doi.org/10.37358/Mat.Plast.1964 

Mater. Plast., 58 (3), 2021, 99-108                                                             104                                   https://doi.org/10.37358/MP.21.3.5508 

 

3.Results and discussions 
Determination of physical-mechanical properties 

For mechanical tests, a number of 5 specimens were obtained for each type of test. From the 5 values 

obtained, the minimum value and the maximum value were eliminated, and from the remaining 3 values 

the arithmetic mean was made. 

Results concerning three-point bending test printing are given in Table 1. 

 

Table1. Bending test results 
No. 

crt. 

Sample Rbb 

[MPa] 

Rbbmedium 

[MPa] 

Eb 

[GPa] 

Eb medium 

[GPa] 

f 

[mm] 

f medium 

[mm] 

1.  Full 1 55 

53.66 

1 

1 

22 

22.31 

2.  Full 2 51 1 22.4 

3.  Full 3 55 1 23.2 

4.  Full 4 58 1 22 

5.  Full 5 47 1 22.55 

6.  Hexagonal gaps 1 26 

34 

1.5 

1.5 

9.8 

10.63 

7.  Hexagonal gaps 2 38 1.5 9.9 

8.  Hexagonal gaps 3 34 1.5 11.5 

9.  Hexagonal gaps 4 34 1.5 12.8 

10.  Hexagonal gaps 5 34 1.5 10.5 

11.  Sinuous gaps 1 23 

16.33 

/ 

/ 

28.8 

27.73 

12.  Sinuous gaps 2 26 / 29 

13.  Sinuous gaps 3 11 / 26.9 

14.  Sinuous gaps 4 15 / 27.5 

15.  Sinuous gaps 5 11 / 25.5 

   where: Fbb = maximum force, Rbb = ultimate strength in bending (Fbb), E = modulus of elasticity at bending, F = deflection (mm) 

 

 

 
Figure 7. Bending resistance. a. The graph with the values obtained for the three types of 

specimens and b. The result given automatically by the universal testing machine 

 

One may remark that in the case of three-point bending test, the average resistance is almost equal 

compared to the reduction of material in the case of samples with hexagonal gap compared to solid ones, 

so it is recommended the configuration with hexagonal gaps to obtain marks required mainly for bending 

material consumption. 

Results concerning toughness tests printing are given in Table 2. 
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Table 2. Toughness test results 
No. 

crt 

Sample Toughness strength 

[kJ/m2] 

Average toughness strength 

[kJ/m2] 

1.  Full 1 2.5 

2.82 

2.  Full 2 3.75 

3.  Full 3 3.12 

4.  Full 4 3.75 

5.  Full 5 2.45 

6.  Hexagonal gaps 1 1.22 

1.22 

7.  Hexagonal gaps 2 1.22 

8.  Hexagonal gaps 3 1.1 

9.  Hexagonal gaps 4 1.26 

10.  Hexagonal gaps 5 1.22 

11.  Sinuous gaps 1 1.31 

1.22 

12.  Sinuous gaps 2 1.22 

13.  Sinuous gaps 3 1.22 

14.  Sinuous gaps 4 1.22 

15.  Sinuous gaps 5 1.05 

 

 
Figure 8. Toughness strength 

 

In the case of the toughness test, the behavior is different in the sense that the average resistance is 

almost the same as the reduction of the material in the case of hexagonal gap samples. At a 30% reduction 

of the material used, the decrease of the value of the average resistance was of 37%, instead the joint 

(maximum bending before breaking) decreased by 50%. In the case of corrugated vacuum samples, the 

maximum bending strength decreased by 70% while the deflection increased, showing that the whole 

assembly has a more elastic behavior. Toughness strength is the property most influenced by the 

reduction of material (a decrease of over 50% in strength). 

Results concerning the tensile tests printing are given in Table 3.  

 

Table 3. Tensile tests results 
No. 

crt 

Sample Rm 

[MPa] 

Rm medium 

[MPa] 

E 

[GPa] 

E medium 

[GPa] 

At 

[%] 

At medium 

[%] 

1.  Full 1 28 

28 

2 

2 

4.7 

4.56 

2.  Full 2 20 1 3.5 

3.  Full 3 28 2 3.9 

4.  Full 4 29 2 5.6 

5.  Full 5 28 2 5.1 

6.  Hexagonal gaps 1 13 
14 

1 
1 

5.3 
4.76 

7.  Hexagonal gaps 2 14 1 6.1 
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8.  Hexagonal gaps 3 14 1 3.5 

9.  Hexagonal gaps 4 14 1 5.5 

10.  Hexagonal gaps 5 14 1 3.1 

11.  Sinuous gaps 1 9 

9 

1 

1 

4.1 

3.36 

12.  Sinuous gaps 2 9 1 2.7 

13.  Sinuous gaps 3 9 1 3.6 

14.  Sinuous gaps 4 8 1 3.3 

15.  Sinuous gaps 5 9 1 3.2 

where: Fm = maximum force at tensile, Rm = fracture strength at tensile, E = modulus of elasticity at tensile test,  

At = elongation at tensile test 

 

 
Figure 9. Tensile strength a. The graph with the values obtained for the three types of  

specimens and b. The result given automatically by the universal testing machine 

 

The maximum tensile strength (average) in the case of samples with hexagonal gap decreases by 

50% even if the reduction of material was 30%, instead the average elongation increases compared to 

the samples printed in full. 

In the case of samples with corrugated gaps at a material reduction of 15%, the maximum resistance 

to average tensile decreased by almost 70% while the average elongation by only 27% compared to the 

samples printed in full. 

Partial conclusion: in the case of 3D printed parts subjected during tensile use, the full printed version 

is recommended (100%). 

 

4. Conclusions 
The present paper resides in developing and characterizing two internal build architectures for 3D-

printed materials, namely a hexagonal model structure and a sinuous architecture with an amount of 

materials consumed 30 and 15% less. From our experiments there are the following conclusions: 

-full specimens and two types of gaps were obtained where the reduction of material consumption 

was 30% for hexagonal gaps and 15% for corrugated gaps; 

-in the case of the tensile test, it was shown that the maximum average strength of the test piece with 

hexagonal gaps was 50% lower compared to that of the solid test piece but there was an increase in 

elongation before breaking, while in the case of with corrugated type gaps the resistance decrease was 

70%. If it is desired to obtain parts with high tensile strength, it is recommended to use the full variant 

and only if the part is not intensely requested, the hexagonal configuration can be used; 
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- in the case of three-point bending test, the average resistance is almost equal compared to the 

reduction of material in the case of samples with hexagonal gap compared to solid ones, so it is 

recommended the configuration with hexagonal gaps to obtain marks required mainly for bending 

material consumption; 

-for the parts required for toughness, only the full version is recommended. 

Finally, it was determined that the part with an internal configuration with hexagonal type gaps kept 

the mechanical properties closest to the full specimen, while achieving a saving of 30% of the material 

used. 
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