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Abstract. There is always time and energy optimization and reduction of faults the aim of research and 

in this context our article presents a study of a practical case of the deformation of a plastic part placed 

in a refrigerator for food storage, and that the use increases in number of these types of metals, are 

found in several sectors, and because of their industrial performance, a minimum residence time of the 

part in the mold is sought in order to reduce the cycle time of the process at the same time that the 

injection process is quite complex and requires a certain number of recurring questions to succeed. In 

the desired model. These are linked to residual stresses and deformations, pressure, mold temperature, 

filling threshold, shape of the part, but also to other mechanical and optical properties. Several 

investigations have been carried out and according to the authors the causes of these failures vary 

according to the manufacturing technique used. In this article, we try to find the origin of a deformation 

detected on a part at the end of the mold. Our work consists first of all in presenting, according to 

different studies, the thermomechanical properties of the material injected at different stages of the 

injection process. In a second step, compare the theoretical and analytical results. At the end of our 

study, we propose an optimization of the parameters necessary for the success of the molding and of the 

geometry of the assembly (mold and part). 
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1.Introduction 
Injection molding is a major component of the plastics industry, consuming a large part of the total 

amount of material [1]. In industrial design and manufacture, it is always difficult to make a good 

compromise between the most desirable shape of the parts, the cost of tooling, their weight, and strength 

and rigidity [2]. Time is important in the overall molding process as it represents approximately half the 

time of the overall production cycle [3]. If the pressure disappears, the part can lose contact with the 

walls of the mold in some places and can be slipped [4,5]. The heterogeneity of the thermomechanical 

history of the injected material generates residual stresses within the part. A combined analysis of the 

process and the materials can explain the mechanism. Our study focused on understanding these 

phenomena through the measurement and modeling of stresses and strains in injected thermoplastic 

parts: during the plastic and elastic deformation of metal, the mechanical energy produced is partially 

converted into heat while the rest is stored. strain energy and becomes more important in the case of 

plastics. [6- 9]. This stored energy remains in the material after loading in the form of internal defects, 

phase changes and other permanent micro-structural changes [10]. The residual stresses inside the parts 

at the exit of the mold can have two origins: The shear stresses resulting from the flow during filling and 

compacting does not completely relax at the time of solidification due to the viscoelastic character of 

the material and normal stresses, which are due to the confinement of the polymer in the cavity linked 

to the pressure, to the objective, to the fixed stresses induced by the flow. Their effect on molecular 

orientation, on crystallization, is first-order [11]. They induce anisotropy and heterogeneity of 

rheological behavior in the solid state and shrinkage [12]. However, it is accepted that their amplitude is 
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smaller than the other sources of constraints [13, 14] and is neglected in the great majority of current 

models. On the other hand, frozen pressure is essential [15,16], the mechanisms have shown. During the 

injection cycle, the different layers solidify at very different pressure levels. When the part comes out of 

the mold, it undergoes an expansion linked to the return to atmospheric pressure, which is different from 

one layer to another. The layers being integral, there will be an average expansion and tensile or 

compressive stresses will appear in the thickness of the part. 

 

2. Materials and methods 
2.1. Theoretical method 

The molding process begins by injecting the molten polymer into a relatively cool mold cavity. The 

polymer undergoes temperature degradation and finally becomes increasingly rigid in order to be able 

to be ejected from the tool. After ejection, the part cools to room temperature. The energy requirements 

for processing are determined by the efficiency of the molding machines and the plastic processing 

requirements. Processing conditions such as drying temperature, melting temperature, and mold 

temperature contribute to overall energy requirements, to the energy, Q, needed to bring a polymer to 

room temperature, Ts, of processing (melting) at the temperature, Tf, is given by [17]: 

 

                                                          𝑄 = 𝑚. 𝐶𝑝(𝑇𝑓 − 𝑇𝑠) 

 

 m is the mass of the polymer and Cp is the specific heat of the polymer at constant pressure. 

In general, the models developed to predict the stress residues or the defects of plastic parts assumed 

to be a linear thermoelastic behaviour in which the of momentum and energy equations are similar to 

those presented in ‘‘ Flow-induced stresses models ’’ Section with the Cauchy stress tensor, commonly 

decomposed into a hydrostatic part p, and a deviatoric part 𝜎𝑑  is determined by [18],  

 

𝜎 = 𝑝𝐼 + 𝜎𝑑                 (1) 

where I is the identity tensor, 

𝑝 = ∫ (
𝛼

𝑘
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0
 −
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and            
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1

𝑎𝑇

𝑡

0
 𝑑𝑠                        (4) 

 

where 𝛼  is the coefficient of thermal expansion, k the coefficient of compressibility, G(t,s) is the shear 

relaxation modulus , 𝜀 is the reduced time, and aT is the shift factor of the time–temperature superposition 

principle.  

For the free or unconstrained quenching, 𝜎 . n = 0 [19].  

It’s associated with heterogeneous cooling also leads to residual stresses called thermal stresses. To 

approach the conditions experienced by a polymer leaving an extrusion die, out of calibration we first 

consider the effects of shrinkage free quenching, that is to say without considering that metal walls can 

hinder this withdrawal. Suppose that below a solidification temperature Ts, the polymer behaves like an 

elastic solid, with a modulus E and a Poisson's ratio ν, and above, like a liquid, which does not hinder 

the shrinkage [20].  

Suppose that below a solidification temperature Ts, the polymer behaves like elastic solid, with a 

modulus and a Poisson's ratio ν, and above, as a liquid which does not interfere with the shrinkage [21]. 

On cooling, there is first progression of a solidification front, then the polymer reaches room temperature 

Tf without phase change. Consider a flat plate initially at the temperature T0. A first layer solidifies on 

the surface, while being free to perform its thermal shrinkage. The associated deformation is α (Ts - Tf), 
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where α is the linear expansion coefficient. On the other hand, the more interior layers which will solidify 

later, will be subjected to the same deformation α (Ts -Tf), but they will see their withdrawal blocked by 

the external layers. They will find themselves in traction, and put the outer layers in compression. The 

thermo elastic law for T <Ts, knowing a temperature (Tres), it can calculate the distribution of residual 

stresses σres (z) by the equation 

 

                                                   𝜎𝑟𝑒𝑠 =
𝐸∞

1−𝑣
𝛼[𝑇𝑟𝑒𝑠 − 𝑇𝑟𝑒𝑠 (𝑍)]                                                     (5) 

 

where𝐸∞ is the long-term modulus, 𝑣 is the Poisson ratio, 𝛼 is the thermal expansion coefficient, and 

𝑇𝑟𝑒𝑠   is the average value of Tres through the specimen thickness  

We obtain the value of the stress at any instant t and dimension z in the thickness [11]: 

 

𝜎𝑥𝑥(𝑧, 𝑡) =
𝛼𝐸

1 − 𝑣
[𝑇𝑠 − 𝑇(𝑧, 𝑡) + ∫

1
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𝑑𝑇

𝑑𝑡

ℎ

ℎ𝑠(𝜏)

(𝜁, 𝜏)𝑑𝜁)
𝑡

𝑡𝑠(𝑧)

𝑑𝜏]                              (6) 

 

In the previous equation, we have integrated over time between ts (z), instant when the solidification 

front reaches the z side, and the current instant t, and we integrated in the thickness in the solidified zone 

at moment t, included between hs(τ), which is the position of the solidification front at the instant τ, and 

h. 

Two semi-infinite medium are initially considered at two different uniform temperatures Ti1 and 

Ti2.At the initial moment, the two media are placed in contact and the temperature evolution within the 

two media is investigated. 

                                                           Tc =
E1Ti1+E2Ti2

E1+E2
                                                                      (7) 

 

Note that the contact temperature between the two media remains constant throughout the heat 

transfer. It is the medium that has the greatest thermal effusivity that imposes the temperature of contact. 

Thermal contact In the event of loss of contact with the wall, the space thus created will significantly 

modify the thermal exchange conditions between the cold walls of the mold and the partially solidified 

polymer in the cavity [22]. A recent study [23] shows this very clearly: as soon as the pressure in the 

cavity becomes zero, there is a sudden increase in the thermal resistance of contact between the work 

piece and the imprint, testifying so significant formation of an air gap at the interface piece / mold. It is 

therefore clear that the heat from the center of the polymer can no longer be properly removed (by 

conduction) by the cold walls of the mold. The authors measure a temperature difference of nearly 20°C 

between the polymer and the mold [23]. The consequences on the kinetics, but especially on the cooling 

symmetry and therefore on the constraints can be very important. The piece is denser to the heart than 

the skin [11]. The heterogeneity of the mechanical or shrinkage properties in a material can be a source, 

alone, of residual stresses. Consider, for example, the case of a bimetallic material with two layers having 

different coefficients of expansion. Under the effect of a rise in temperature, each layer will deform 

differently. As they are indissociable, bimetallic will be the seat of constraints that will lead to its 

curvature. Many authors show that the mechanical and thermal properties can vary significantly in the 

thickness of the room. This is the case for semi-crystalline polymers [24-26] but also for amorphous 

polymers even if to a lesser extent [27]. It is shown, in particular, that the elastic zone of the tensile test 

and the elongation at break have a maximum close to the surface, that the plasticity threshold increases 

from the surface towards the center or that the modulus of 'Young is changing in thickness [15,28-30]. 

 

2.2. Experimental model 

Validation of models and hypotheses requires a good knowledge of the conditions and experimental 

techniques for measuring deformations and temperatures [31]. 
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Figure 1. Shows the part under study with the  

deformation detected at the outlet of the  

mold and after cooling 

 

At the end of the cooling phase, we measured the interface temperatures of the part with a complex 

geometry with thick areas located in the corners. Figure 1-2 shows the measurement zones and 

temperatures of each part of the room: 

 

                                 
                                

 

The measured temperature values are non-uniform across all areas of the room. The theoretical and 

experimental temperatures are then compared. It can be seen that the part has a measured temperature 

which is different from the calculated theoretical one. These results lead us to the existence of a problem 

of shrinkage and consequently a heterogeneous cooling of the piece which confirms the results approved 

in the analytical part above.  

After having evoked the mathematical equations of different states of matter during the injection 

phase, and the comparison between theory and experimental temperature at the interface of the piece, 

we now move on to the numerical method to clarify the causes of this deformation and to improve the 

parameters influencing it. 

 

2.3. Numerical model 

For the molding and the fingerprints the mechanical and thermal characteristics of the material are 

defined. 

The mechanical and thermal characteristics of high impact polystyrene (HIPS) and 40CMD8 steel 

are given in Tables 1. 

 

 

 

 

Figure 2. Temperature measurement 

at the interface of the part 

(piece at the outlet of the mold) 
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Table 1. Mechanical and thermal characteristics of high impact 

polystyrene (HIPS) and 40CMD8 steel 
Properties High impact 

polystyrene 

40CMD8 steel Unit 

Young's module 1900 205000 MPa 

Thermal conductivity k 0.0003 0.034 W/mm.°C 

Coefficient of Thermal 

Expansion 

8E-005 1.24E-005  

Density q 

 

1.04E-009 0.00785 T/mm3 

Poisson module P 0.41 0.3  

Specific heat Cp 0.0014 0.00046 mJ/T. °C 

 

We define the necessary loadings: 

• a temperature of 245°C on the part to be molded. 

• a temperature of 40°C on the fingerprints (mobile and fixed). 

 

3. Result and discussions 
The simulation results such as stress fields, displacement, and temperature are well illustrated below. 

The distribution of the stresses along the direction xx in the deformation zone is given by the image 

below. The curve given in Figure 3 represents the stress field along the axis xx as a function of the 

distance (d) to the trajectory created horizontally at the deformation zone. 

 

 
Figure 3. Evolution of the stress along the xx axis 

as a function of distance 

 

This distribution presents two symmetrical essential peaks, and it can be observed that the most 

stressed zones are localized in the extremities of the part precisely in the thick zones with the maximum 

values of the stresses around 25 MPa. It can be concluded that the important values of the constraints at 

the ends have an influence on the final quality of our part.The result of the simulation gives a variation 

in the displacement along the zz axis, at the level of the deformation zone (Figure 5), this variation was 

detected experimentally. 
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Figure 4. The displacement along the zz axis 

 

The curve below represents the displacement along the zz axis as a function of distance to the 

trajectory created perpendicularly to the deformation zone. 

 

 
Figure 5. Evolution of displacement following zz according to distance 

 

This displacement is greater near the edge of the piece with a value that tends to 4.067 mm. This 

represents the risk of deformation of the part permanently possibly due to the disturbance of localized 

stresses at the ends. The figures below show the flow of molten polymer into the mold during the filling 

phase (Figure 6). 

 
Figure 6.  Flow of molten polymer into the mold 
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It can be noted over time that the flow is not uniform in the same areas of the mold. A difficulty in 

the flow of the material in the ends of the mold can be observed at the end of the filling (the distribution 

of red color in these areas). The variation of the temperature distribution in the mold at the end of the 

filling phase is very important in the areas closest to the injection thresholds. It can also be noted that 

the distribution of the temperature is not uniform in the deformation zone. That is, the cooling is 

heterogeneous during the solidification phase with the imposed time (20s) so there are thick areas that 

need some extra time to cool. The previous results imply that the part shrinks non-uniformly in all 

directions. It can be seen in Figure 11 that the shrinkage is concentrated at the ends of the piece (the 

thick sections) with a percentage equal to 7.5. 

 

 
Figure 7. Result of removal in the room 

 

Figure 8 presents a comparison between the numerical and experimental study, on the right the real 

room and on the left the one designed by the simulation software. 

 

 
Figure 8. Comparison between numerical and experimental study 

 

This figure shows a concordance between experimental and numerical study. A fault can be observed 

(a heterogeneous temperature is involved in the anisotropy of the samples) in the same zones, either in 

the simulation, or in the temperature measurement test at the end of the cooling phase. This defect is 

therefore the basis for the appearance of the deformation detected on the part. The interpretation of this 

phenomenon is explained by the heterogeneity of the indentations which is the major cause of the 

deformation of the angle in the wedge for thermoplastic materials, this phenomenon is called “front 

spring effect [32, 33]. Injection and mold temperatures (200°C and 30°C) have been changed. It can be 

noted that there is a decrease in shrinkage of about 1.5% (Figure 9). 
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In the first simulation with the actual parameters and geometry, it was noticed that there is a difficulty 

of the flow of the material in the ends of the mold at the end of the filling with a shrinkage of 7.5% 

(Figure 9) So to improve this defect, we will simulate with a modified geometry of the injection core 

(increase the spacing between two thresholds with 20 mm) and also reduce the injection and mold 

temperatures. The results are shown in Table 2. 

 

Table 2. Results of the withdrawal simulation 

 

Temperatures 

 

shrinkage 

Tinj=240°C 

Tmoule=30°C 

7.2% 

Tinj=225°C 

Tmoule=30°C 

6.72% 

Tinj=210°C 

Tmoule=30°C 

6.2% 

Tinj=200°C 

Tmoule=30°C 

6.017% 

Figure 10 gives an overview of the flow of molten polymer into the mold during the filling phase 

 

 
Figure 10.  Flow of molten polymer into the mold 

 

There is an improvement in the flow compared to the first simulation: the filling of the polymer is 

uniform in the same areas of the mold. The difficulty of the flow problem at the ends of the part (thick 

sections) has been eliminated. Figure 11 shows the shrinkage percentages from the last simulation: 

 

 

Figure 9. Result of the 

withdrawal after 

 a change in temperature 
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Figure 11.  Flow of molten polymer into the mold 

 

The output quantities obtained at the end of these simulations and by comparison with the 

experimental results as well as with research in this field [34] explain that the variations of the stresses 

remain more or less intense in the zones presenting geometric complications. (1.8Mpa) Figures 4 and 5, 

temperatures also which have non-linear cooling rates, so the shrinkages will be different (Table 2) and 

will result from residual stresses in several parts of the part to be studied. The results obtained previously 

highlight a strategy that can give the lowest shrinkage: 

• Reduce the injection temperature. 

• Reduce the temperature of the mold. 

• Locally reduce the thickness of the part. 

• Increase the spacing between the injection thresholds. 

• Add additional cooling channels and / or use cooler coolant in this area. 

 

4.Conclusions 
This study remains a part of the modeling and obtaining the optimal solution for a deformation 

detected on a part designed by plastic molding. It emphasizes the important role of the numerical model 

for determining the mechanical and thermal behavior of the part during injection molding and for 

optimizing the necessary parameters and the geometry of the assembly (mold and part). The simulation 

of the compaction phase, or more generally of the compressible flows, tends, _like that of the filling_ to 

become a reliable design assistance tool and widely used by the mold designers and the material 

transformers to locate and size the injection thresholds, optimize the position of the cooling channels. 

The particularly complex physics of the phenomena involved is still difficult to incorporate. The 

software is sophisticated, but of course the accuracy of their results depends closely on the quality of the 

models and physical data that are not all easy to measure. Our study focused on the understanding of 

these phenomena through the measurement and modeling of stresses and deformations in thermoplastic 

injected parts. The main conclusions of each of these studies are presented in the following two 

paragraphs: 

- Thermal conditioning conditions all phases. It is coupled with the eventual crystallization. The 

models can be refined to better take into account the specificities of the material (for example in the case 

of reinforced polymers) and the process (contact thermal resistance at the polymer-mold interface).  

- For the calculation of the stresses and residual deformations, it will be necessary to improve the 

laws of behavior viscoelastic, in particular at the level of the principle of time-temperature superposition 

particularly complex for the semi crystalline polymers, but also by the taking into account of the 

structural heterogeneity, related to molecular orientation and / or crystallization. Moreover, it is likely 

that thin-film approaches are limited, even with geometries that seem to lead themselves to it (corner 

problem). 

 

References 

1.ROSATO, D. V., ROSATO, M. G., (2012), Injection Molding Handbook. Springer Science and 

Business Media 

 

 

https://revmaterialeplastice.ro/


MATERIALE  PLASTICE                                                                                                                                                                
https://revmaterialeplastice.ro 

https://doi.org/10.37358/Mat.Plast.1964 

Mater. Plast., 58 (2), 2021, 60-70                                                                          69                                   https://doi.org/10.37358/MP.21.2.5478                                                               
    
 

 

2.ADAM, A., STAN, D., TULCAN, A., (2015), Evaluation of Specific Process Parameters and 

Ultrasonically Activated Injection Affecting the Quality of Filling in Thin Walled Plastic Parts. Journal 

of Theoretical and Applied Mechanics, 53(4), 799-809. 

3.ZHENG, R., TANNER, R. I., FAN, X. J., (2011). Injection Molding: Integration of Theory and 

Modeling Methods. Springer Science & Business Media 

4.BOITOUT F. (1993), Calcul Des Contraintes Résiduelles Dans Les Pièces Injectées En 

Thermoplastiques En Utilisant Une Description Surfacique De La Géométrie (Doctoral Dissertation, 

Paris, Enmp). 

5.ZHENG, R., KENNEDY, P., PHAN-THIEN, N., FAN, X. J., (1999). Thermoviscoelastic Simulation 

of Thermally and Pressure-Induced Stresses in Injection Moulding For the Prediction of Shrinkage and 

Warpage for Fibre-Reinforced Thermoplastics. Journal of Non-Newtonian Fluid Mechanics, 84(2-3), 

159-190. 

6.HODOWANY, J., RAVICHANDRAN, G., ROSAKIS, A. J., ROSAKIS, P., (2000). Partition of 

Plastic Work into Heat and Stored Energy In Metals. Experimental Mechanics, 40(2), 113-123 

7.KAPOOR, R., NEMAT-NASSER, S. (1998), Determination of Temperature Rise During High Strain 

Rate Deformation. Mechanics of Materials, 27(1), 1-12. 

8.SIVIOUR, C. R., JORDAN, J. L., (2016), High Strain Rate Mechanics of Polymers: A 

Review. Journal of Dynamic Behavior of Materials, 2(1), 15-32. 

9.SORINI, C., CHATTOPADHYAY, A., GOLDBERG, R. K., (2019), Micromechanical Modling of 

the Effects of Adiabatic Heating on The High Strain Rate Deformation of Polymer Matrix 

Composites. Composite Structures, 215, 377-384 

10.PÉREZ-CASTELLANOS, J. L., RUSINEK, A., (2012), Temperature Increase Associated with 

Plastic Deformation Under Dynamic Compression: Application to Aluminium Alloy Al 6082. Journal 

of Theoretical and Applied Mechanics, 50(2), 377-398. 

11.BREE, H. W., HEIJBOER, J., STRUIK, L. C. E., TAK, A. G. M., (1974), The Effect of Densification 

on The Mechanical Properties of Amorphous Glassy Polymers. Journal of Polymer Science: Polymer 

Physics Edition, 12(9), 1857-1864. 

12.PARK, H. S., DANG, X. P., NGUYEN, D. S., KUMAR, S., (2020), Design of Advanced Injection 

Mold to Increase Cooling Efficiency. International Journal of Precision Engineering and 

Manufacturing-Green Technology, 7(2), 319-328. 

13.DOUVEN L.F.A., (1991), Towards the Computation of Properties of Injection Molded Products: 

Flow and Thermally Induced Stresses in Amorphous Thermoplastics, Phd Thesis, Eindhoven Technical 

University, Eindhoven, Pays-Bas 

14.BAAIJENS, F. P. T., (1991), Calculation of Residual Stresses in Injection Molded 

Products. Rheologica Acta, 30(3), 284-299. 

15.TITOMANLIO, G., DRUCATO, V., KAMAL, M. R., (1987), Mechanism of Cooling Stress Build-

up in Injection Molding of Thermoplastic Polymers. International Polymer Processing, 1(2), 55-59. 

16.BOITOUT, F., (1993). Calcul des contraintes résiduelles dans les pièces injectées en thermo-

plastiques en utilisant une description surfacique de la géométrie (Doctoral dissertation, Paris, ENMP). 

17.MALLOY, R. A., (1994), Plastic Part Design for Injection Molding (Vol. 83). New York: Hanser 

Publishers.  

18.DALY H B, NGUYEN K, SANSCHAGRIN B., COLE K., (1998), Build-Up and Measurement of 

Molecular Orientation, Crystalline Morphology, and Residual Stresses in Injection Molded Parts: A 

Review. J Inject Molding Technol 2:59–85 

19.GUEVARA-MORALES, AND FIGUEROA-LÓPEZ, U., (2014), Residual Stresses in Injection 

Molded Products. Journal of Materials Science, 49(13), 4399-4415. 

20.MACÍAS, C., MEZA, O., PÉREZ, E. (2015). Relaxation of Residual Stresses in Plastic Cover Lenses 

with Applications in The Injection Molding Process. Engineering Failure Analysis, 57, 490-498. 

21.ZOETELIEF WF, DOUVEN LFA, INGEN HOUSZ A.J., (1996), Residual Thermal Stresses in 

Injection Molded Products. Polym Eng Sci 36:1886–1896 

https://revmaterialeplastice.ro/


MATERIALE  PLASTICE                                                                                                                                                                
https://revmaterialeplastice.ro 

https://doi.org/10.37358/Mat.Plast.1964 

Mater. Plast., 58 (2), 2021, 60-70                                                                          70                                   https://doi.org/10.37358/MP.21.2.5478                                                               
    
 

 

22.KABANEMI, K. K., VAILLANCOURT, H., WANG, H., SALLOUM, G., (1998), Residual Stresses, 

Shrinkage, And Warpage of Complex Injection Molded Products: Numerical Simulation and 

Experimental Validation. Polymer Engineering & Science, 38(1), 21-37 

23.DELAUNAY, D, LE BOT, P. H., FULCHIRON, R., LUYE, J. F., REGNIER, G., (2000), Nature of 

Contact Between Polymer and Mold in Injection Molding. Part I: Influence of A Non‐Perfect Thermal 

Contact. Polymer Engineering & Science, 40(7), 1682-1691. 

24.KATTI, S. S., SCHULTZ, M., (1982), The Microstructure of Injection‐Molded Semicrystalline 

Polymers: A Review. Polymer Engineering & Science, 22(16), 1001-1017. 

25.PATERSON, M. W. A., WHITE, J. R., (1989). Layer Removal Analysis of Residual Stress. Journal 

of Materials Science, 24(10), 3521-3528. 

26.REZAYAT, M., STAFFORD, R. O., (1991), A Thermoviscoelastic Model for Residual Stress in 

Injection Molded Thermoplastics. Polymer Engineering & Science, 31(6), 393-398. 

27.TURNBULL, A., MAXWELL, A. S., AND PILLAI, S., (1999), Residual Stress in Polymers-

Evaluation of Measurement Techniques. Journal of Materials Science, 34(3), 451-459. 

28.WANG, W., ZHAO, G., GUAN, Y., WU, X., HUI, Y., (2015), Effect of Rapid Heating Cycle 

Injection Mold Temperature on Crystal Structures, Morphology of Polypropylene and Surface Quality 

of Plastic Parts. Journal of Polymer Research, 22(5), 1-11. 

29.MAGNIER, A., SCHOLTES, B., NIENDORF, T., (2017), Analysis of Residual Stress Profiles in 

Plastic Materials Using the Hole Drilling Method–Influence Factors and Practical Aspects. Polymer 

Testing, 59, 29-37 

30.CHEN, X., LAM, Y. C., LI, D. Q., (2000), Analysis of Thermal Residual Stress in Plastic Injection 

Molding. Journal of Materials Processing Technology, 101(1-3), 275-280. 

31.XU, Y., ZHANG, Q., ZHANG, W., ZHANG, P., (2015), Optimization of Injection Molding Process 

Parameters to Improve the Mechanical Performance of Polymer Product Against Impact. The 

International Journal of Advanced Manufacturing Technology, 76(9-12), 2199-2208. 

32.AMMAR, A., LEO, V., REGNIER, G., (2001), Corner Deformation Induced by Shrinkage 

Anisotropy if Injected Thermoplastics: Experimental Study and Numerical Approach. Pps-17, 

Montréal. 

33.SERRANO, L., MARCO, Y., LE SAUX, V., ROBERT, G., CHARRIER, P., (2017), Fast Prediction 

of The Fatigue Behavior if Short-Fiber-Reinforced Thermoplastics Based on Heat Build-Up 

Measurements: Application to Heterogeneous Cases. Continuum Mechanics and Thermodynamics, 29 

(5), 1113-1133. 

34.MERCADO-COLMENERO, J. M., MARTIN-DOÑATE, C., MORAMARCO, V., ATTOLICO, M. 

A., RENNA, G., RODRIGUEZ-SANTIAGO, M., CASAVOLA, C., (2020), Mechanical 

Characterization of The Plastic Material Gf-Pa6 Manufactured Using Fdm Technology for A 

Compression Uniaxial Stress Field Via an Experimental and Numerical Analysis. Polymers, 12(1), 246. 

 

 
Manuscript received: 28.02.2021  

 

 

 

https://revmaterialeplastice.ro/

